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Dynalec Part No.

USI - Stromberg Type

Navy Symbol

Military Designation

National Stock Number

Dimensions

Weight

702019-375 (H-200/U)

702020-230 (H-202/U)

-

-

H-200/U (702019-375)

H-202/U (702020-230)

5965-00-900-6401 (H-

200/U)

H5965-00-940-8699 (H-

202/U)

9” H x 9” W x 4.5” D

3.7 lbs.

SOUND POWERED
HEADSET – CHESTSET

H-200/U & H-202/U

home products applications contact us

D e s c r i p t i o n

Sound powered – requires no external power
source.

•

Two receivers – one in each earpiece; H-
202/U has hard earpiece shells for use in
noisy environments.

•

For use with AN/WTC-2(V) system and AM-
2210/WTC Sound Powered Telephone
Amplifier.

•

Contains press-to-talk switch that connects
headset transmitter to the SPT line.

•

20 foot cord.•

Terminated with plug (702004-232; Type
UA1000 / H-39A) for connection to standard
SPT jacks and jackboxes

•

R e l a t e d  E q u i p m e n t

AN/WTC-2(V) Sound Powered Telephone
System

•

AM-2210N/WTC Sound Powered Telephone
Amplifier: 61660-100

•



Appl icat ions Diagram

Appl icat ion Notes
• Never apply power of any kind (battery or external AC) to the sound powered telephone talking network!
• Always connect headsets and handsets in parallel.
• Polarity does not affect performance.
• Standard telephone wiring with two insulated conductors twisted into a pair is recommended to prevent
externally induced noises.
• Satisfactory transmission is assured over thirty miles when using #18 AWG (or larger) copper wire.




